
support@everylite.com • Tel: 407-250-6706 Fax: 888-567-4532 • Toll Free: 1-888-567-4LED (4533)

www.everylite.com

•	Can be bent horizontal or vertical			 

•	Flame resistant, solvent resistant, saltwater resistant, UV resistant

•	IP68 waterproof rated

•	Easy installation

•	Can be cut in all directions 

•	Color-match upon request

•	End cap will not require any wiring which makes it easier for onsite installation

•	Electrical connections will come from the bottom of the product, 	
allowing you to introduce power and control as needed

Features
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Drawing
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NE-YGVV-W27-24A-180-XX White 2700K 18 1 117 41 2.92 180 IP68 60 feet 120 feet

NE-YGVV-W3-24A-180-XX 3000K 18 1 120 42 2.92 180 IP68 60 feet 120 feet

NE-YGVV-W6-24A-180-XX 6000K 18 1 122 43 2.92 180 IP68 60 feet 120 feet

NE-YGVV-RR-24A-180-XX Red 18 1 28 10 2.92 180 IP68 60 feet 120 feet

NE-YGVV-GG-24A-180-XX Green 18 1 78 27 2.92 180 IP68 60 feet 120 feet

NE-YGVV-BB-24A-180-XX Blue 18 1 16 6 2.92 180 IP68 60 feet 120 feet

NE-YGVV-YY-24A-180-XX Yellow 18 1 30 11 2.92 180 IP68 60 feet 120 feet

NE-YGVV-OO-24A-180-XX Orange 18 1 20 7 2.92 180 IP68 60 feet 120 feet

Technical Parameters

**Where VV represent product brand name and XX represents overall length

UNITS: Millimeters [Inches]

Sectional View Bending Diameter

Top Bending Side Bending


